Schedule – 9

Liquified Petroleum Gas Stoves
1. Scope

1.1 This schedule specifies the energy labeling requirements for Domestic Gas Stoves using Liquified Petroleum Gas being manufactured, imported, or sold in India.
1.2 This Schedule shall be read in conjunction with IS 4246: 2002 with all amendments.
2. Schedule of tests

2.1  The testing code and procedure for Domestic Gas Stoves using Liquified Petroleum  
             Gas would be as per clause 27 of IS 4246: 2002 
2.2 Parameters to be tested

2.2.1 Thermal Efficiency

The thermal efficiency of Domestic Gas Stoves using Liquified Petroleum Gas shall be determined as per test procedure specified in Annexure F of clause 26 in IS 4246:2002.
3.   Tolerance limit

The Thermal Efficiency for Domestic Gas Stoves using Liquified Petroleum shall not be lesser than 64%.

4. Conditions of Compliance

The Domestic Gas Stove with Liquified Petroleum Gas shall follow conditions of compliance shall be as specified in IS 4246:2002.

5. Rating Plan 

The rating plan for the Domestic Gas Stoves using Liquified Petroleum Gas is as follows:-

Star Rating Index (Table 1)

	Thermal Efficiency (%)
	Star Level

	>68 & <=69.5
	One star

	>69.5 & <= 71
	Two Star

	>71.5 &<= 72
	Three Star

	>72.5 &<=74
	Four Star

	>74
	Five Star


In the above Star Rating Index(Table 1) for Domestic Gas Stoves using Liquified Petroleum Gas ,the minimum thermal efficiency of a burner of the stove (having any number of burners) will taken for deciding the thermal efficiency of the stove.

 There is no tolerance for the Star Rating Bands. All tested products must meet the minimum threshold for each Star Rating Band. The scope for manufacturing tolerance and other variations shall be accounted for when determining the Star Rating.

6. Sampling

The samples will be picked up by Bureau of Energy Efficiency (BEE) or its   designated 
agency for testing as per the sampling plan of the IS 4246:2002
7. Qualification

The Domestic gas stove using Liquified Petroleum Gas shall qualify the relevant requirements of safety, construction, performance and general standards as per IS 4246:2002 and IS 5116:1996.
 8. Label Design, manner of display
             The label design and manner of display will be as per Annexure I (LABEL  
 
DESIGN AND MANNER OF DISPLAY) of this schedule.

9. Fees

a) Registration fee is payable on application for assignment of authority is Rs.1000/- (One thousand only).
b) Registration fee is payable on application for renewal of authority to affix labels is Rs. 500/- (Five hundred only).
c) Labelling fee for affixation of label on each piece of Domestic gas stove using Liquified Petroleum Gas is Rs.2/-.
Annexure-I

LABEL DESIGN AND MANNER OF DISPLAY

1.1
PLACEMENT

All Domestic gas stove using Liquified Petroleum Gas must display the label at the point of sale. The label shall be adhered, or attached as a swing tag, on the front of the unit or display front. 

For units not on display, the label may be attached to the exterior of the packaging. The label may be attached to the unit when the unit is removed from its packaging or the label may be included as a part of the documentation given to the customer/user. 

1.2
MATERIAL AND SHAPE

The label shall be of durable cardboard, if it is to be attached as a swing tag, or be self adhesive and shall be cut to one of the outlines shown in Figures 1.1 as applicable.
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BEE LABEL - LPG GAS STOVE (Fig1.1)
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